
DUMP INSERT
DUMP TRAILER

2.5” x 2.5” Structural Steel Angle Frame
Double-Acting Tailgate (Removable)

Stainless Steel Spring Loaded Tailgate Pins
Tailgate Cables

Spreader Chains
Epoxy Primer

Polyurethane Paint Finish
12-Gauge Sides and Floor

Stake Pockets w/ Heavy Duty Tie Down Rail
Cab Protector

Rubber Shock Mounts
Remote Control with 20’ Cord

Power-Up, Gravity-Down Hydraulics
Hoist with 4” Hydraulic Cylinder

Three Year Warranty
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DUMP INSERT
DUMP TRAILER

6’ 8’

Model # PCAM72-DI PCAM96-DI
GVWR (lb.) 5900 6000

Curb Weight 700 800

Payload 5200 5200

Frame 2.5” x 2.5” Structural Steel Angle Frame

Volume Capacity 1.6 cu yd 2.1 cu yd

Finish PPG Industrial Polyurethane Paint

Overall Length 83.5” 106.5”

Bed Length 72” 96”

Bed Width 48.25”

Overall Width 76.5”

Overall Height 26”

Hydraulic Cylinder 4” Hydraulic Cylinder

Gate Removable Double-Acting Tailgate

Dump Angle 49° 48°

Specifications subject to change without notice.


